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Executive Summary

Since the Industrial Revolution, humans have
extracted carbon from ancient reserves at an
increasing industrial scale to provide energy and
raw materials for our modern society. As a by
product, carbon dioxide CQ) is emitted into the
atmosphere and is catinuously accumulating, to
this day. Concurrently, the average global
temperature has increased by approximately 1°C
Carbon dioxide is the primary greenhouse gas
(GHG) responsible for trapping outgoing planetary
heat, thus increasing global temperaturs.

European governments have begun to respond by
formulating long-term targets aiming to halt human
impacts on the climate. In Europe alone, Austria
(2040), Denmark, Finland (2035), France,
Germany, Iceland (2040), Ireland, the Netherlands,
Norway (2030), Portugal, Slovakia, Sweden (2045),
Switzerland, the United Kingdom, and the
European Union as a whole, are expected to adopt
or have already adopzeerdo’a
GHG emissions by 2050 at the latest.

The Eur opean Co mmatisnon tloen
European Green Deal and proposal for European
Climate Law for climate neutrality by 2050 indicate
that carbon dioxide removals will be needed to
achieve the objective of nezero GHG emissions by
2050, defined as t he
anthropogenic economywide emissions and
removals, through natural and technological
solutions, of greenhouse gases domestically within
the Union at the | atest

S
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Against this background, there is still substantial

1 https://climate.nasa.gov/

Dioxide Removal (CDR). Although there is no
official or widely accepted definition of what
‘Carbon Dioxide Removal’
concept of CDR entails taking GOout of the
atmosphere, where it contributes to climate
change, and storing it in a manner that is intended
to be permanent. The aim is to reduce the
concentration of CQ which is in the atmosphere.
This can generally be achieved through both
natural and technological means.

Summary

This report provides a definition of carbon dioxide
removal, based on the four principles presented in

the previous ZEP report on’ Eur op e nee
definition of c a,thétdefinegai o x i
screening process to identify whether CCS and CCU
projects may lead to CDR and outlines the factors

that héed ?ot betc(c))nsi(ﬁeFEeél When asnseessing a

proj ect’ s potential for CDR

whieR zri%g(]agspnglj the potential of a process to lead to
CDR, four principles should be considered:

9 Carbon dioxide is physically removed from
the atmosphere

" & @4h8 Brffofed calddh bidkiBefisstored out of

the atmosphere in a manner inteded to be
permanent.

y T2 ¢Bstieam and downstream greenhouse gas
emissions, associated with the removal and
storage process, are comprehensively


https://climate.nasa.gov/
https://zeroemissionsplatform.eu/wp-content/uploads/Europe-needs-a-definition-of-Carbon-Dioxide-Removal-July-2020-3.pdf
https://zeroemissionsplatform.eu/wp-content/uploads/Europe-needs-a-definition-of-Carbon-Dioxide-Removal-July-2020-3.pdf

estimated and included in the emission
balance

1 The total quantity of atmospheric carbon
dioxide removed and permarently stored is
greater than the total quantity of carbon
dioxide equivalent emitted to the
atmosphere

The report finds that a failure to meet principle 1
and 2 would prevent a process from qualifying as
carbon dioxide removals. In this sense, the report
argues that principles 1 and 2 should serve as
screening criteria. Additionally, a cautious and
comprehensive verification of principle 3 is critical
to make sure that all associated emissions are
included in the life-cycle analysis and calls for a
caseto-case evaluation.

Through a series of graphic illustrations, the report

describes and analyses processes that can lead to

CDR. Building on the technical expertise
represented in ZEP, the report focuses on CCS
enabled technological solutions, for which a
thorough assessment and description of each
principle is provided. The report acknowledges the
potential for CDR of naturebased solutions, noting
that these require active management and are more
susceptible to reversals, due to natural events
caused by clinate change. However, the assessment
of valuechain emissions and volumes of GO
removed from the atmosphere is beyond the scope
of the report. Finally, the report also includes some
illustrations of processes which do not qualify as
CDR, because they faib meet principles 1 and 2.
No further assessment is required for these
processes.

The development of European, crosborder CQ
infrastructure —where the transport of CQ can be
enabled by all modalities of C@transport —is an
essential prerequisite br CDR at a substantial scale.
The European Union benefits from a world class
storage region—the North Sea basin, which has tens
of billions of tonnes (Gt) of C@storage capacity and
has safely stored C@since 1996. The recently
launched Norwegian CCS project Longship—and
the positive developments in the Netherlands,
Belgium, the UK and Ireland- with CEF funding

being awarded to PORTHOS, Athos, Acorn Sapling
and ERVIA, are at the backbone of the ddepment
of European crossborder CQ infrastructure, to
which CQ emitters in industrial hubs and power
plants can connect.

The report also includes a list of upcoming
European projects thatmeet principles 1 and 2 and
have therefore the potential to quaify as carbon
dioxide removal. A robust and transparent carbon
accounting will be needed when evaluating
principles 3 and 4.

In 2020, the European Commission has announced
the intention to revise existing pieces of legislation
such asthe EU ETS directive, the Effort Sharing
Regulation, the REDII by June 2021, and updat
them in light of climate neutrality by 2050, as well
as support the Commi ssi
New Circular Economy Action Plan.

The definition and the criteria proposed in this
report will hopefully support European and
national policymakers to create and implement a
transparent and robust framework for CDR in
Europe:

T A consistent and coherent policy
framework should be put in place to
incentivise carbon dioxide removals. Sucta
framework should be based on accurate
and thorough carbon accounting.

1 Climate change mitigation must be pursued
as a matter of priority. CCS can be a real
driver for the decarbonisation of energy
intensive industries and the energysector,
and it can also enable carbon dioxide
removals.

1 The transfer of captured C@to a storage
site by ship, truck, train or pipeline should
be included in the Monitoring and
Reporting Regulation Article 49 (a) (ii) or
(iii). This calls for a consequent revision of
all the pieces of legislation connected to the
EU ETS, such as the THRN regulation



(article 4 (e), annex | (12) and Annex Il (4)).
ZEP notes that the European Taxonomy for
Sustainable Finance allows CO
transportation by all modalities — pipeline,
ship, barge, truck, and train. Harmonisation
and consistency will be needed.

There should be an acknowledgement that
any industrial or energy installation
capturing CQ from atmospheric or
biogenic sources, for storage in a manner
intended to be permanent, hashe potential
to realise carbon dioxide removal. The
potential should be verified through robust
life-cycle analysis and carbon dioxide
accounting to confirm that removal of C@is
indeed happening. Currently, there are no
incentives to capture and permanenty
store biogenic CQ emissions, despite the
clear climate benefit of doing so.

Some applications of CCU where GGs
captured and stored in a manner intended
to be permanent, should be included in a
revised EU ETS.

1 Reachingclimate neutrality by 2050 will

only be possible if mitigation efforts are
supplemented with the active removal of
CQ from the atmosphere.

Once removed, C® must be properly
accounted for, kept away from the
atmosphere and stored in a manner that is
intended to be permanent.

CCS is a safe, scientifically proven and cest
efficient technology which can enable CDR
through capture and geological storage of
CQ from biogenic sources and direct air
capture and storage. The development of
Europe-wide CQ transport and storage
infrastructure is needed to deliver CDR at
the scale that will be required for Europe to
achieve climate neutrality.

In a CCS and CCU context, Bi€S and
Wasteto-Energy with CCS will play an
important role for the decarbonisation of
energy-intensive  industries and the
management of residual waste in cities,
providing a real and sustainable alternative
when recycling and reuse has already taken
place.



Table ofContents

Executive summary

SUMMIBIY .ottt ettt ettt e e e es ek mmemee e 4444 4o e e e e e e e e e e e e e emaanse e heee s e e e E e e e b e e e e e e e eee e e e e e e e e e e e e e e e e e e e s ammnereneee 4
ZEP r€COMMENUALIONS ...eiiiiiiiieiiee e it ieeeeet ettt e e e sttt e eeaamme e £ 44k h e e ettt e e 44 s e e mens s b b e et e e e e 4 e s s b b e et ememme e oo 44 e s b bbbt e e e e e e e ammen e b e e e e eeaan 5.
KBY IMIESSAGES. ...ttt et et et et oo oo oo oo ee e e ettt e e e e e oo oo e 4o o4 4o oo oo o4 e e smnme et ettt ettt ettt ettt et ennnnes s mmnnne 6

1. Introduction

1.1. What is Carbon Dioxide Removal/Negative EMISSIONS? .......coiiiiiiiiiiiiiiieceee ettt e e eeasiiee e e e eeseme e e 10
1.2. What dOES NEE-ZEI0 MEBANT ....vvuuii i e eiieietie e e eeeeeet e e e e et ettt e e e e eeteeaaate s s ts s seeeeess st annnmts s eeeeesstssas s amnnansasseeesesssasnnsaeesannns 10
1.3. What does Carbon DioXide REMOVAI MEBANT .......iiiiiiiiiiiiii it eeeeeree e e e e e e e e e e st esemmsesa s e eeeessestsa e eeesessssstneeesnnnens 10

2. A CDR screening methodology for CCS and CCU projects
2.1. Principle 1: Carbon Dioxide is physically removed from the atmosphere ... e 12
2.2. Principle 2: The removed carbon dioxide is stored out of the atmosphere in a manner intended to be permanent .12
2.3. Principle 3: Upstream and downstream emissions affect the CDR potential ..............cevvvviiiiiiieieeeieeieeee e 13
2.4. Principle 4: COz-equivalent emitted z CQ removed and StOred < ZEID ........ccvvvveieeeiiiiiieeeeeiie e eeemme e 13
3. European CQ transport and storage infrastructure  z the enabler for carbon removals

4. When does a process have Carbon Dioxide Removal potential?

[0 = oo PSP PPPRRPRN 16
o7 0] 1 PO PPPPPPI 16
Figure 1: Carbon Dioxide RemOVal PrINCIPIE ........eiiiiiiiiiiiiiii et reee e et e e e e e e sttt e eeeeet et e e e e s e nbbbeeeeeesamnaeeeanns 17
Figure 2: Bio-CCS applied for energy purpOSES (BECCTS)........uuuiiiieiiiiiiiiieeeeeee et e e s e ettt e e e e e ammeeee sttt e e e e e s s snnns e eeanseeeeeeeeannnees 18
Figure 3: Waste-to-energy: Combined fossil and biogenic feedstock with CCS ........ccooiiiiiiiiiiii e 19
Figure 4: Direct Air Capture (DAC) for geologiCal CO 2 SIOTAJE ... ..couuriiiiiiiie ettt eeme e emee e s 20
Figure 5: Example of mineralisation of captured CO 2in long -lived MaterialS ..........ccoocviiiiiiiiincemeiie e 21



Figure 6: Production of DIOfUels With CO 2 CAPIUIE .......uiiiiiiiie e see ettt e et e s e et e e e e e be e e e e ans s 22

Figure 7: CO: emissions resulting from geological reserves and emissions to the atmosphere ...........ccccceviivieiieeenieeee 23
Figure 8: Carbon Capture and Storage (CCS) from fOSSIl TUBIS ......c.ouuiiiiiiiiie e 23
Figure 9: Direct Air Capture -to-fuels does not have the potential for Carbon Dioxide Removal ..........cccccceeeiiiiiierneciieeenn. 24
Figure 10: CO, Utilisation -to-fuels results in an increase in carbon dioxide in the atmosphere  .........cccoeeiiiiieeneceee, 24
Figures on nature -based solutions fromthe OADT 00 O0%OOI PA T AAAO A AAEETI EQEILIL..I5& # A(
[0 UL I 0T €= [ YOO PP PP TP PPPPPPPPP 26
Figure 12: BioChar 10 the SOIl ....coiiiiiieiii et e et e e ettt e e oo me e e e e et e e e e e s a bbb eeeees ettt e e e et e e et e e e amnne s 26

5. Proposed or existing CDR projects in Europe

Combined feedStOCK WIth CCS Z INOITEIM ......iiiiiiiiiiiiie ettt eeeer et e e e e e e ettt e e ammeee e e st bbbt e e e e e e ssb e naansseeeeeeeaas 28
Combined feedstock with CCS z KlemetSrud WasSte -tO-ENEIGY ........ccuiiiiiiiiiiiii et eeeee e aeeene e 28
Combined feedstock with CCS Z StOCKNOIM EXEIGH .....uuviiiiiiiiiiiei ettt e e ettt e e e desemr e e e e e e e e e e e e anee 29
Direct Air Capture and Storage Z CHMEWOTIKS .......uiiiiiiiiiiiiie ettt e et e e e e s eeaes et e e e e et ee e e e e e smmneeeaas 29
Bioenergy and Carbon Capture and StOrAgE Z DIAX ......uieiiiiiuiieiee e ieieeees et eeeeer et e e e e et b et e e s ammmeee e s bbb e e e e e e aneee 30
Bioenergy and Carbon Capture, Storage and Use 7 CO2SERRE............ooiiiiiiiiiiieeeeeicccccc s mreene e e e e e e e e e e e e eneeeesnnees 30

6. Appendix on LCA for principle 3



1. Introduction

Currently, mo st of t he
carbon dioxide (CQ) emissions come from carbon
which has been geologically stored for millions of
years. Since the Industrial Revolution, humans have
been extracting carbon at an increasing industrial
scale from these ancient reserves, to provide
energy and raw materials fo our modern society.
As a byproduct, CQ is emitted into the atmosphere
and has accumulated so thaCQ concentrations
have increased from preindustrial levels of 290
ppm, via 354ppm in
Concurrently, the average global tempefare has
increased by approximately 1°€ Carbon dioxide is
the primary greenhousegas (GHG) responsible for
trapping outgoing planetary heat, thus increasing
global temperatures.

To cope with the climate crisis, the European Union
has announced a legalhpinding objective of
reaching climate neutrality — defined as netzero
greenhouse gas emissions by 2050. To this end,
all efforts to limit emissions of CQ and other
GHGs must be supplemented with Carbon
Dioxide Removal (CDR) from the atmosphere. A
key point is that achieving netzero GHG emissions
requires a net balance between emissions into and
removals from the atmosphere.CQ has some
particularities: it is one of the GHGs with the highest
concentration in the atmosphere, and technologies
already exist to actively remove it from the
atmosphere.

Al | pat hways analysed i
on 1.5°C requirenegative emissiont some extent

2 The Keeling Curve 2020
3 Intergovernmental Panel on Climate Change2018

1990,

n

to batahced dutsesidwaln hard-to-abate gressians

All efforts to mitigate the worst impacts of climate
change must therewith look at both significantly
decreasng CQ and other GHG emissions as a
priority, while also increasing physical removal of
CQ from the atmosphere as a supplementary
measure.

Thorough carbon accounting is crucial to
ensure that carbon dioxide is being removed
and kept @way &gm the ampspherem When
assessing the potential for CDR, it is important to
put in place measures to monitor and verify that
CQ is actively removed and prevented from re
entering the atmosphere. This point is further
described in the report. CDR requires carbon
dioxide to be physically removed from the
atmosphere and stored out of the atmosphere in a
manner intended to be permanent

CQ transport and storage infrastructure is an
enabler of large -scale emissions reductions and
carbon dioxide removal. Timely development of
European CQtransport and storage infrastructure
is a strategic choice in
goals. One CQ infrastructure is in place, industrial
emitters will be able to dispose of their captured
CQ so that it is safely transported and stored in a
manner intended to be permanent, typically in
geological formations. Such infrastructure will
thereby enablke the EU to kickstart largescale

decarbonisation of,industges, while unllockin the
6ottén(?ial orich s pect a eport

CCS enables CDR through capture and


https://sioweb.ucsd.edu/programs/keelingcurve/
https://www.ipcc.ch/site/assets/uploads/sites/2/2019/05/SR15_SPM_version_report_LR.pdf

geological storage of CO, from biogenic sources
and through direct air capture and storage.
Biomass with CCS, dirgair capture with CCS and
Waste to Energy (WtE) with CCS can support the
decarbonisation of those sectors of the European
economy which are more energyintensive or
where direct electrification will be too costly.

The paper builds on the expertise withinthe ZEP

community. For this reason, the report focuses on
the engineering of CC®nabled solutions for CDR.
This report recognises the potential for CDR
through accumulation of carbon in the biosphere
(e.g. reforestation or adding biochar in the soil), yet
it does not elaborate on this topic. Furthermore, the
paper does not go indepth on natural carbon

cycles, such as natural mineratation processes

and natural CQ release processes.

This paper:

1. Defines and explains what carbon dioxide
removal is.

2. Defines a screening process to identify
whether CCS and CCU projects may qualify
as CDR projects.

3. Outlines how to set system boundaries
around a process to identify if it truly
gualifies as CDR.

4. Highlights the need for robust carbon
accounting and governage frameworks.

Terminology: CDR as the preferred term

The terms Greenhouse Gas Removal (GGR),
Negative Emission Technology (NET) and Carbo
Negative have been used to describe the same cl‘r
similar concepts. These terms are somewha
interchangeable.

Greenhouse Gas Removeders to the removal of all
greenhouse gases. However, the effect of £é&nd
other greenhouse gases on the climate are ng

—

ent i r edfogl i ‘klei’ k eand t he na
accumulation in the atmosphere is also quite
different. Furthermore, technologies exist to
remove CQ in a manner intended to be permanent
whereas technologies for removing other GHGs ar
less clear. To avoid confusion and possible
loopholes, it isspecified that this report focuses on
the removal of CQ.

Ay %)

Negative Emissions Technologiesefer to the
concept of removals, as the opposite of increasing
emissions, but this does not explicitly refer tacCQ
or any other GHGs.

For clarity, this report only uses the term
Carbon Dioxide Removal .

The target of the Riris Agreement, made effective in
2016, is to OAAEEAOA A AAT Al
anthropogenic emissions by sources and removals by
sinks of greenhouse gases in the second half of this
AAT QOOWNeerto” is the term w
represent this balance between emissions and
removals for the complete (cradleto-grave)
system. It is important to note that reducing
emissions remains the absolute priority for the
mitigation of climate change. Any entity aiming for
‘“n-eéer o’ emi ssi ons es ggeneer a

degree of Carbon Dioxide Removal.

There is no official or widelyaccepted definition of
what *‘Carbon Dioxide Remo
Conceptually, CDR entails takingcQ out of the
atmospheret, where it contributes to climate
change, and putting it someplace where it will not
affect the climate for a long time. The aim is to
reduce the concentration of CQ that is in the
atmosphere, and therewith reduce the trapping of

4 CQ can be removed either directly from the atmosphere or via the photosynthesis, that conver®2 and HO to biomass. l.e. capturin@Q from

biogenic sources is an indirect capture of atmospheri€Q.

10



outgoing planetary heat. This an generally be

achieved through both natural and technological

means. The below definition of Carbon Dioxide
Removal should be used for all proposed forms of
Carbon Dioxide Removal.

There are four principles to bear in mind when
assessing whether a proces can be classified as
Carbon Dioxide Removal. These principles, and
their foundation, are described in Tanzer &
Ramirez 2019.

1. Carbon dioxide is physically removed
from the atmosphere.

2. The removed carbon dioxide is stored
out of the atmosphere in a manner
intended to be permanent.

3. Upstream and downstream greenhouse
gas emissions, associated with the
removal and storage process, are
comprehensiely  estimated and
included in the emission balance.

4. The total quantity of atmospheric
carbon dioxide removed and
permanently stored is greater than the
total quantity of carbon dioxide
eqguivalent emitted to the atmosphere.

Put simply, a CDR process must epmanently
remove more CQ from the atmosphere than it
emits. For a CDR process, the answer must be
affirmative to the question: as a consequence of
the process, will there be less CQ in the
atmosphere?

11


https://pubs.rsc.org/en/content/articlelanding/2019/ee/c8ee03338b#!divRelatedContent&articles
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2.A CDR screening methodology for

CCS andCCU projects

The first and second principles describe the core
elements of any CDR process and ZEP recommends
that they be used as initial screening criteria.

If compliance with both principles is confirmed,
then assessment of principles and 3 and must be
performed. Conversely, if a process does not
comply with one or both of principles 1 and 2, there
is no need for further assessment; it cannot qualify
as CDR.

2.1. Principle 1: Carbon Dioxide
Is physically removed from the
atmosphere

Thefirst step in creating a Carbon Dioxide Removal
process is ensuring that the carbon that is to be
removed comes from the atmosphere.Carbon
captured from the oceans can also, conceptually, be
considered as having been removed from the
atmosphere, howeverdetailed discussion of these
approaches is not in the scope of this paper.

This first principle ensures that the source of the
carbon dioxide remains a central element of any
assessment of Carbon Dioxide Removal and
ensures that a CDR process acts to redrche
concentration of CQin the atmosphere.

2.2. Principle 2: The removed
carbon dioxide is stored out of
the atmosphere in a manner
iIntended to be permanent

The second principle of Carbon Dioxide Removal
ensures that the C@ does not reenter the
atmosphere once it is removed. The GOnust be
stored such that it is not intended to reenter the
atmosphere.

Geological storage is a proven method to lock €O
away from the atmosphere. For all intents and
purposes, geological storge is permanent. Also
mineralisation of CQ captured from biomass or
through DAC can be a route for CDR where €€n
be stored in a manner intended to be permanent.

ZEP recognises that other forms of G@torage may
also realise CDR. Natural sinks, usually the
biosphere, have huge potential to retain carbon. It
is likely that the potential for natural removals is
orders of magnitude larger than removals via
technological means. However, natural sinks
require more active managemat than geological
storage and are susceptible to reversals, whereby
the stored carbon is reemitted into the
atmosphere. Natural events such as forest fires and
droughts, exacerbated by climate change,
complicate the management of natural sinks for the
purposes of removing carbon for extended periods
of time. While this subject requires extensive
research, the ZEP membership does not have the
expertise required to assess natural carbon sinks to
the necessary extent and is therefore not in the

12



scope of thisreport.

Principle 3 defines upstream and downstream
emissions associated with the potential CDR

process. A CDR process is the process of removing

CQ from the atmosphere, includng the subsequent
transport and storage. A CDR system is what is
investigated in principle 3 and 4 when a boundary
is set around the CDR process.

As shown in Tanzer & Ramirez (2019) a wide Life
Cycle Assessment is required to account for all
upstream ad downstream emissions. ZEP
recommends adofpgiragea
applying existing 1SO standards on life cycle
assessment (ISO 14040, 14044) and 1SO 14067 on
the carbon footprints of products. Inputs that
should be considered include- but are not limited

to —energy use, biomass origin, gas fate, origin and
energy use of other feedstocks needed, transport of
materials or products, and ceproduct fate plus
end-of-life effects.

Principle 3 requires following the carbon flows,
setting the system boundaries around the CDR
process and identifying when and where carbon
crosses them, to leave or enter the atmosphere.
Emissions of greenhouse gases other than €€an
occur within the CDR system. Tése emissions must
be accounted for as C&equivalent.

While compliance with principle 1 and 2 for CDR
can be straightforward to assess, principle 3 calls
for a caseto-case evaluation and the results may
change over time for a system. Neweechnologies
in the future will benefit from higher efficiency and
better performance. All these factors will come into
play when assessing CDR systems.

Principle 4 determines whethg a process truly
removes more CQ@than it emits, i.e. whether the
total quantity of atmospheric carbon dioxide
removed and stored in a manner intended to be
permanent is greater than the total quantity of
carbon dioxide equivalent emitted to the
atmosphere. This requires thorough and
transparent  carbon  accounting, including
converting into CQ-equivalent any emission from
other greenhouse gases leaving the system.

In brief: If CQ-equivalent emitted minus CQ
removed and stored < (is less than) 0, then we
have a CDR process.

LEAadhd

The essence gbrinciple 4 is to confirm that real-life
removals of CQare happening. A project claiming
CDR needs to perform a sensitivity analysis for the
system to quantify the uncertainties in the LCAA
precautionary approach should be taken, and
conservative valies should be used in the LCA
(Please refer to Chapter 6. Appendion LCA
practices for principle 3)

5 Tanzer, S.E., Ramirez. A. When are negative emissinagative emissions? Energy and Environmental Science 12 (4) 2019, pp 121918.
61S0. (2014). Greenhouse gase€arbon footprint of products- Requirements and guidelines for quantification and communication (ISO/TS

14067:2013,IDT).

13



3. European CQtransport and

storage infrastructure — the enabler
for carbon removals

The development and largescale deployment of
cross-border, European C@transport and storage
infrastructure is crucial to reach the European
Uni on’ s
2050 and deliver significant volumes of carbon
emission reductions and removals.

As outlined in previous sectiors, permanent

storage of CQis a key component in the definition

of carbon dioxide removal, and it is a necessary
dimension to deliver climate change mitigation. C©O

transport and storage networks are urgently

needed to aid large scale emissions reductions
especially from European industrial clusters. Many
of Europe’ s | argest
plants and industrial facilities) are already

clustered together around major ports and
industrial regions?. Importantly, some industrial

clusters are al® close to excellent and extensive
geological CQ@storage opportunities.

The European Union benefits from a world class
storage region—the North Sea basin, which has tens
of billions of tonnes (Gt) of C@storage capacity.
With the recently launched Nawegian Longship
project and developments in the Netherlands,
Belgium, the UK and Ireland- with Porthos, Athos,
Acorn Sapling and ERVIA, it appears likely that
offshore storage will precede onshore storage but
more transport and storage projects needd follow,
in order to reach the required scale.

Currently, several European countries do not
foreseethe possibility for onshore CQ storage. It is

0bj-2o0tGH@ emissidns hy e t

carbon emi tters

therefore essential that the transportation of C@

either via pipeline or by other modalities such as
ship, barge, truck and rail is legally allowed and that
storage appraisal activities continue in Europe.
Investments to retrofit existing natural gas pipeline

networks into CQ pipeline networks can be

advantageous and cut initial costs of infrastructure.
With such infrastructure in place, European
industrial emitters and power plants will be able to

decarbonise their production and even go carbon
negative, safeguarding jobs, industrial activity and
welfare.

(both power

7 Such as RotterdamAmsterdam, Antwerp, Hamburg, Le Havre, Humberside, Teesside, Ruhr area, et al.
8 CQ (from natural gas sweetening) has been successfully stored in the Sleipner formation under the North Sea since 1996

9Z EP r elgentifyibhg,and“Developing European CCS Hubs,

2016

14
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4.When does a process have Carbo

Dioxide Removal potential?

The section below provides examples of CDR
processes. Figures b show how principles 1, 2 and
3 areverified for each process.

List of illustrations:

1.
2.

Carbon Dioxide Removal Principle
Bio-CCS applied for energy purposes
(BECCS)

Waste to energy: Combined fossiland
biogenic feedstock with CCS

Direct Air Capture (DAC) for geological CO
storage

Mineralisation of captured CQin long-lived
materials

Production of biofuels with CQ capture

The report also shows norRCDR processes (Fig.-7
10) and nature-based CDR solutions (Fig. 11 and
12):

7. CQ emissions resulting from geological
reserves and emissions to the atmosphere

8. Carbon Capture and Storage (CCS) from
fossil fuels

9. Direct Air Captureto-fuels

10. CQ Utilisation -to-fuels

11. Forestry

12. Bio-char to the soil
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In general, in the report, blue lines illustrate
biogenic or atmospheric carbon flows, while red

lines illustrate fossil carbon flows.

AtmosphericCQ

—>

Thick, blue lines illustrate the
main biogenic or
atmospheric carbon flow in a
process.

Biomass

PermanentCQ storage

Minor flows of biogenic or
atmosphericCQ.

Industry/Power plant

Thick red lines illustrate the
main fossil carbon flows in a
process.

Truck transporting biomass
or minerals

Minor flows of fossil CQ. Per
default, it has been assume
in the illustrations that any
kind of transport modes will
release fossilCQ, sincethis
at present is most common.

Transport modalities of CQ

Power and heat

Dotted lines indicate the
system boundaries around
the CDR process, that ar
crossed bystreams entering
and leaving the system in
which the CDR process i
operating.

City, representing source of
residual municipal waste

Extraction of fossil carbon

Residual,
waste

nonrecyclable

Refuse collection truck

Direct Air Capture

Mineralisation of CQ

N
% Use of fuel
@ Forestry

L

N

Biochar production
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Atmosphere T
Principle 1 v

Carbon Dioxide Removal
Practice or Technology

Biological storage Geological storage

':@ Principle 2 v/ ::@

Description: CQ is removed from the atmosphere;
either via photosynthesis or through direct air
capture. CQis either bound in the biosphere (green
storage, to the left), stored in geological formations
(grey storage, to the right) or bound in minerals
(see Fig5) with the intention in all cases to keep it

away from the atmosphere as long as possible.

These processes are the opposite of €@missions.
N.B. This illustration shows generic CDR

processes. In practice, investigating a CDR
system is more complex than the pri nciples
illustrated in Fig. 1.

Principle 1 z Yes, the C@the removed from the
atmosphere.

Principle 2 7z Yes, the CQis stored in a manner
intended to be permanent.

Principle 3 — A cradleto-grave boundary is
required to identify the CQ and CQ-equivalent that
cross the boundary in a CDR system and-anters
the atmosphere. While most of the CQs stored in
a manner intended to be permanentsome CQ@can
return to the atmospherein the natural carbon

cycles and fractions of C@are likely to be released
back into the atmosphere during different
engineering processing steps.

The amount of CQ in each stream crossing the
boundary needs to bequantified. Greenhouse gases
other than CQ should be recalculated toCQ
equivalent. This graph only shows the carbon flow
of captured CQ of biogenic origin, which leads to
CDR when permanently stored.

Principle 4 — If CQ-equivalent emitted minus CQ
removed and stored < (is less than) 0, the process
results in CDR.
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Co,

Principle 1 /ll Atmosphere

results in CDR. However, a precautionary approach
should be taken, and conservative values should be
used in the LCA.

Permanent geological storage

Principle 2 v/

Co, stored

CQ is removed from the atmosphere by

photosynthesis and bound as carbon in biomass.
The biomass is combusted to generate heat and
power. The carbon released is typically in the form

of CQ, which is captured and geologically stored.

Principle 1 7z Yes, the C@is removed from the
atmosphere.

Principle 2 z Yes, the CQis placed into geological
storage.

Principle 3 — When conducting a cradleto-grave
LCA, the system boundaries are set from the
atmosphere to the permanent geological storage.
Minor CQ leakages from the system are likely to
occur during the processing andtransport of
biomass and during the capture and transport of
CQ to the storage site. A CQ capture rate of 90%
has often been applied in CCS projects
development. However, increasing the capture rate
to 95 or even 99% should only lead to a marginal
costincreasd?, and therewith decrease the amount
of CQ that leaves the system back to the
atmosphere.

Principle 4 — If CQ-equivalent emitted minus CQ
removed and stored < (is less than) 0, the process

10 https://zeroemissionsplatform.eu/wp -content/uploads/ZEP-Policy-Brief-on-IEAGHGCapture-RatesStudy-Final.pdf
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leakages from the system are likely to occur during
the transport of residual waste to the incineration
facility and during the capture and transport ofCQ
to the storage site.A CQ capture rate of 90% has
often been applied in CCS projects development.
However, increasing the capture
rate to 95 or even 99% should only
44 lead to a marginal cost increase,

Biogenic
Waste

EHB
[EEEEY
|
ﬁ-
IE2:
oA |
8
b3
A
B

28 [ossil Waste

Fossil waste

R
| Principle 1 =
|

and therewith decrease the amount
of CQ that leaves the system back to

the atmosphere

At this point, it is crucial to stress
that all wasteshould be recycled and

Permanent geological storage
% Principle 2 v/
XY

Fossil carbon
is extracted

Wasteto-Energy plants burn waste of mixed
biogenic and fossil origin generated by human
activities to produce heat and/or power. This waste
should consist of residual, norrecyclable waste

fractions that would otherwise go to landfilltt,

Applying CCS to a Wastm-Energy plant means
that CQ will be captured from a flue gas that
contains a mixture of fosdi and biogenic C@ for

subsequent geological storage. The potential for
CDR is directly related to the share of biogenic GO
in the waste.

Principle 1 z Yes, C® is taken from the
atmosphere for the biogenic waste.

Principle 1 z No, for waste containing fossil
carbon, which generates fossil CQ.

Principle 2 7 Yes, the C@is geologically stored.

Principle 3—When using acradle-to-grave LCA, the
system boundaries are set to indicate that carbon
enters the system from the atmosphere (biogenic
carbon) whereas the extraction of fossil carbon
takes place within the system. Carbon is largely
stored in permanent geological storage. MinoCQ

reused to the greatest possible
extent before the residual fractions
are incinerated to recover energy. In
LCAs, this residual (norrecyclable)

waste is typically considered as having no
environmental burden, although  further

assessnent of this may be required.

Principle 4 — If CQ-equivalent emitted minus CQ
removed and stored < (is less than) 0, the process
results in CDR. However, a precautionary approach
should be taken, and conservative values should be
used in the LCA.

It is possible to measure the biogenic and fossil
shares of CQ in flue gases.

Commercially available methods exist for analysing
the origin of CQ in flue gag213.

The principle behind the methods is to measure the
concentration of the isotope C14 (Carboii4, 14C),
which has a halflife of approximately 5730 years,
and adjusting with a factor for C14 concentration in
CQ in air today. Because carbon in flue gases fro
fossil fuel combustion and limestone calcination
have lower concentration of C14 than from biomas$
combustion, this means that the relative shares of
fossil and biogenicCQ can be measured in the gas

11 L andfilled residual waste with biogenic content will release methane, which has a higher global warmingteatial than CQ. Combustion of residual
waste without CCS will thus in itself reduce the contributions to global warming from waste management. CCS must howeverygied after the

combustion, to realize the inherent potential for Carbon Dioxid&®emoval.

12 ASTM D6866 [Standard Test Methods for determining the Biobased Content of Solid, Liquid and Gaseous Samples Using Radiocaralysis]
13|SO/NP 13833 [Stationary source emissions— Determination of the ratio of biomass (biogenic) andossil-derived carbon dioxide— Radiocarbon

sampling and determination]
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Principle 1 v/

A

Atmosphere 4+

s

®

1

3
[
[®

Permanent geological storage

Principle 2 v

Direct Air Capture units removeCQ directly from

the atmosphere. Fig. 4 illustrates a case where the
captured CQ is processed and geologically stored.
DAC units typically require both power and heat to
operate, meaning that the CDR potential of DAC
directly depends on thecarbon intensity of the heat

and power used to operate the facility

Principle 1 z Yes, the C@is removed from the

atmosphere.

Principle 2 z Yes, the CQis placed into geological

storage.

Principle 3 — When conducting a cradleto-grave

LCA, the system boundaries are set from the
atmosphere to the permanent geological storage.

The cradleto-grave LG\ must include any

emissions of C@due to heat and power generation

for operation of the DAC process.Minor CQ

leakages from the system are likely to occur during

transport of CQ to the storage site.

It is expected that the potential for CDR of DAC and
geological storage will largely depend on distance
from the DAC to the geological storage site and on

the potential to use available waste heat and
renewable power to drive the DAC units, since it is
a highly energy-intensive process.

Principle 4 — If CQ-equivalent emitted minus CQ
removed and stored < (is less than) 0, the process
results in CDR. However, precautionary approach
should be taken, and conservative values should be
used in the LCA (Please refer to Chapter 6.
Appendix on LCA practices for principle 3)
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Mineralisation is a CQ Capture and Use (CCU)
pathway that may lead to CDR. Mineralisation is a
process where CQ reacts with non-organic
materials to form carbonates. The resulting
minerals may have the potential to storeCQ in a
manner intended to be permanent and could be
used e.g. in construction materials such as
aggregates in concret&. Mineralisation for CDR is
illustrated below for the case where a part of the
CQ captured from a bioenergy plant is used in this
manner, whereas the rest is stored, as in Fig 2. In
principle, the CQ for mineralisation can also come
from DAC.

—— (00 2000

Principle 3 — When conducting a cradleto-grave
LCA, the system boundaries are set from the
atmosphere to the mineral storage ofCQ. Minor
CQ leakages from the system are likely to occur
during the processing and transport of biomassA
CQ capture rate of 90% has often been applied in
CCS projects development. Increasing the capture
rate to 95 or even 99% should only lead to a
marginal cost increaséo, and therewith decrease
the amount of CQ that leaves the system back to
the atmosphere.

All the CQ and CQ-equivalent released from the
mineralisation process and its energy inputs must
be included in the LCA. FurthermoreCQ emissions
from the transport of the end-product minerals to
the use site must be taken into account, just as they
must be taken into account forCQ transport to
storage. Overall, it can be expected that the
guantities of CQ leaving
the system across the
boundary will be minor,

but this must be
____________ 1.0t ___ evaluated on a casgo-
case basis.

Principle 4 — If CQ-
equivalent emitted
minus CQ removed and
stored < (is less than) 0,
the process results in
CDR. However, a

Principle 2 v/ %
e

Principle 2 v/ T

@

Coz Stored

Principle 1 z Yes, if CQis (directly or indirectly)
removed from the atmosphere. To achieve CDR,
mineralisation should be done with biogenic CO »
or CQ from Direct Air Capture.

Principle 2 z Yes, C® is stored in a manner
intended to be permanent in minerals that e.g.
can be used in construction works.

precautionary approach

Permanent storage in minerals
should be taken, and

conservative values
should be used in the
""""""""""""" LCA.

14 Technologies are developed in this area e.g. by CarbonCure, Carbon8, HeidelbergCement and Neustark.
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entering the system is released to the atmosphere
as CQ from combustion. It must be evaluated on a
caseto-case basis if the production of biduels

BioMasg

!

Principle 2 X

Bio-CCS

vy
_Principle 1 ¥/ l ________ ‘ ___Atmosphere _ ‘ ___________ A I __________

==

Permanent geological storage

i Principle 2 v/
i Co, stored

CQ is removed from the atmosphere by
photosynthesis and bound as carbon in biomass.
The biomass is largely converted to products for
further use, illustrated as liquid biofuels for
aviation in Fig. 6). CQ is captured during the
production processé and stored, while the carbon
in the biofuel is released again to the atmosphere.

Principle 1 z Yes, C® is removed from the
atmosphere.

Principle 2 z Yes,CQ is placed into geological
storage for the fuel production process.

Principle 2 z No, the CQ is re-emitted into the
atmosphere when the fuel is burned.

Principle 3 — When conducting a cradleto-grave
LCA, the system boundaries are set from the
atmosphere to the permanent geological storage.
Minor CQ leakages from the system are likely to
occur during the processing and transport of
biomass and during the capture and transport of
CQ to the storage site.

Compared to the process in Fig. 2, only a minor
share of the biogenicCQ is captured and sent to
geological storage. The main part of the carbon

qualifies as a CDR process.

Principle 4 — If CQ-equivalent emitted
minus CO2 removed and stored < (is less
than) 0, the process results in CDR.
However, a precautionary approach
should be taken, and conservative values
should be used in the LCAPIlease refer
to Chapter 6. Appendix on LCA practices
for principle 3)

15 This process does not refer to processes whet@Q is captured and thereafter converted to fuels, but to direct conversion of biomass to fuels.
16 e.g. in a biorefinery. Another example oc£Q capture from biofuel production is the welkknown process step of Ce&removal from biogas to increase

the heatingvalue of the remaining gas.
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Given that the report uses principle 12 as
screening criteria, a failure to meet either one of the
principles would not result in carbon dioxide
removals. The processes analysing by figures10
do not meet principles 1 and 2, therefore they do
not qualify as carbon dioxide removals and do not
require further assessments.

Atmosphere 1

Principle 2 x

Fossil fuel use

Pr|n0|ple 1%

g

s,
o
&g Céil"bon is B"“a

Permanent geological storage

Carbon is extracted from ancient geological
reservoirs and combusted, addingCQ into the
atmosphere. This process is the principal cause of
climate change. It is the acceleration of this process
due to industrialization that has changed the
atmospheric composition of greenhouse gases to
the extent that we see today.

Principle 1 z No,the CQ is taken out of geological
storage.

Principle 2 z No, the CQ is emitted into the
atmosphere.

__________________________________________________________________

@

o
o
a
o
o
Q
Q
w

]
¥

[Principle 1x Principle 2 v ﬁ

% = Permanent geological storage

]
Stored carbon is extracted

Co, stored

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

Geological carbon, such as in fossil fuels and
limestone, is removed from geological reserves,
and used for industrial products, power and/or
heat, therewith releasing CQ which is captured
from the flue gas. The capturedCQ is then
geologically stored. he process alone cannot result
in Carbon Dioxide Removal since n€Q has been
removed from the atmosphere. However, CCS is a
crucial technology that can curbCQ emissions in
industrial and power plants and help decarbonise
energy-intensive industries in a costefficient way.

Principle 1 z No, the CQ is removed from
geological storage.

Principle 2 z Yes, the C®is geologically stored .
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Figure 9:Direct Air Capture-to-
fuels does not have the
potential for Carbon Dioxide

Removal
,

Atmosphere | principle 1 v T t
[}
Direct 3r capture

1O

I Principle 2 =

e %

Fuel use

Permanent storage

CQ is removed from the atmosphere with Direct
Air Capture facilities. The capturedCQ is used to
make fuels. The fuel is combusted, releasing ti@O
to the atmosphere. This process does not stofeQ.

Principle 1 z Yes, CQ@ is captured from the
atmosphere.

Principle 2 z No, the CQ is re-emitted into the
atmosphere when it is burned as fuel.

Figure 10: CQ Utilisation-to-
fuels results in an increase In

carbon dioxide N the
atmosphere
Atmosphere t
Principle 2 *
] ——— I
““ CCU fuel use
‘[ Principle 1 *

% r
e
5 carbon is E’-‘ﬂ&b

Fossil fuels, containing carbon, are removed from
geological storage, and combusted, releasingQ
which is captured and converted to fuels. The fuels
are used, andCQ s released into the atmosphere.
This process does not remove or storeCQ,
therefore adding CQto the atmosphere.

Principle 1 z No, the CQ is extracted from
geological storage.

Principle 2 z No, the CQ is emitted into the
atmosphere.
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Forestry and biochar are two of the naturebased
technologies which show potential for CDR. It must
be noted that these solutions require active
management to ensure that C&s prevented from
re-entering the atmosphere once it has been
removed. k is beyond the scope of this report to go
further into detail on reforestation, afforestation
and biochar. For these methods of Carbon Dioxide
Removal, further assessment according to these
principles must be done by the relevant experts.
The figures provided hereafter provide an early
assessment and only relate to principles 1 and 2.

25



In forestry , the CQ is removed from the
atmosphere by photosynthesis, and the carbon is
bound in biomass. The forest is managed in such a
way that more carbon is removed than emitted
from the atmosphere. For storage ofCQ to be
permanent, the forest must remain intact.

| Atmosphere

l Principle 1 v/
Forestry
Principle 2 v/
Biological storage L

®

L —a—— |

€0, stored

Principle 1 z Yes, the C@is removed from the
atmosphere.

Principle 2 z Yes, provided the CQ is bound
indefinitely to the biosphere .

In biochar to the soil , CQ is removed from the

atmosphere by photosynthesis and bound as
carbon in biomass. The biomass is heated at high
temperature without the addition of oxygen,

transforming the biogenic carbon into a stable
structure (e.g. charcoal). The biochar is then
dispersed onto agricultural sails.

| Atmosphere

) l Principle 1 v/
giomass @
@ =
Biochar
Principle 2 v/

Biological storage

@

CO, stored

Prin ciple 1 z Yes, the carbon is removed from the
atmosphere.

Principle 2 z Yes, provided that the biochar is
used for applications that ensure long -term
storage away in the biosphere.
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5. Proposed or existing CDR projects

In Europe

The list provided below encompasses a number of

projects that meet principles 1 and 2 and therefore

have the potential to qualify as carbon dioxide

removal. There is a need for robust and transparent

carbon accounting when evaluating principles 3

(value chain emissons) and 4 (volumes, therefore

scale), as outlined in the chapter “A CDR screenin
met hodol ogy for CCS and CCU projects”
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Cement production contributes to climate change
by combusting fossil and/or biogenicfuels for heat
and due to the chemical process of the calcination
of the clinker. The main component of clinker is
limestone, which is a geological source of carbon.

The Norcem cement plant in Norway has a
proposed project that has the potential to achieve
Carbon Dioxide Removal in the industry. By adding
Carbon Capture and Storage, thereby capturing the
process and flue gasLQ and permanently storing
it, emissions can be abated by around 90 to 95%.
Subsequently, by replacing fossil fuels with
sustainablebiomass to generate the necessary heat,
the CQ that is captured will have originated from
the atmosphere, leading to physical removal c£Q
from the atmosphere. This process would thereby
remove biogenic CQ and for permanent storage,
while producing the essential product that is
cement.

In the proposed Longship project,CQ captured

from Norcem will be transported and stored

permanently under the seabed in the North Sea
with the Northern Lights transport and storage

infrastructure.

Fortum Oslo \@rme (FOV) owns and operates a
Wasteto-Energy plant at Klemetsrud in Oslo that
burns household and industrial waste that cannot
or should not be recycled. The plant processes
around 400,000 tonnes of waste per year, with
plans to increase capacity, and emits about 45100
tonnes of CQ annually.

There is also a significant BieCCS (BECCS)
potential in the Wasteto-Energy industry, and
energy recovery with CQ capture can thus help
achieve carbon dioxide removal. About 50% of the
waste incinerated at theKlemetsrud plant in Oslo is
of biogenic orign (including food waste, textiles,
wood and paper/cardboard), which means that half
of the CQ emissions from the incineration will be
part of the natural CQ-cycle. ThusCQ capture on
energy recovery will in effect removeCQ from the
atmosphere. The pant produces electricity and
district heating to buildings in Oslo. Along with
sorting and recycling, energy recovery of residual
waste is a necessary part of the circular economy
that removes unwanted, toxic components from the
material cycle and allows resources from the
remaining waste to be recycled.

In the proposed Longship project,CQ captured
from Klemetsrud will be transported and stored
permanently under the seabed in the North Sea
with the Northern Lights transport and storage
infrastructure.
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Stockholm Exergi is developing a Bi€CS project at
the Vartansite, as a retrofit to the bioefuelled KVV8
plant. The BicC C S
Potassium Carbonate’
capture-rate of 80-95%. The BieCCS facility would
result in about 800,000 tonnes of Carbon Dioxide
being removed every year. The project is currently
in the pre-study phase with forecasted start FEED
in Q1/2021 and FID in Q2/2022. The scope for the
project is a capture plant, liquefaction and
intermediate storage in the harbour area.

In 2019, a testfacility based on the HPC technology
was commissioned, with a capacity to capture up to
700 kg CQ/day. The test facility operates on actual
flue-gases from the KVV8 unit and the test program
focuses mainly on topics related to evaluating
kinetic of reactions and agradation of the sorbent.
The test program has proven the applicability of the
HPC technology and from autumn 2020 it is
intended to be redesigned and expanded for
continued R&D.

plant wil/l be
(HP

The direct air capture technology, as an example of
CLIMEWORKS, allows to physically captur€Q
bra@ms thed atmmgphette luging ‘arHaw$orption filter.
@nbiert airci$ draovh imtg the divecttain camure
plant and the carbon dioxide is bound to the filter
When the adsorption filter is saturated with CQ,
the filter is heated up to approx. 100°C (using
mainly low-grade heat). TheCQ is released and
collected as concentratedCQ gas.CQ-free air is
released back to the atmosphere. This continuous
cycle isthen ready to start again.

In Iceland, the principle of negativeCQemissions
has been realised in the EMunded project
“CarbFix2” in the vici
largest geothermal power plants. There,CQ is

taken from the atmosphere using Climew r k' s

technology and currently injected into the
geothermal source, bounded to water and pumped
more than 700 metresunderground. Thergthe CQ
will be mineralised within several years. The heat
used to release theCQ from the filter is provided
by the geothermal power plant.
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In recent yearsthe Drax Power Station in Yorkshire The CO2SERRE project fits in this framework of

has undergone a fundamental decarbonisation Carbon Dioxide Removal, in combining carbon
transition to operate on sustainably sourced storage and bioenergy in an original way, able to
biomass wood pellets in place of coal, owerting promote circular economy. Indeed, CO2SERRE
four of its six generation units. The addition of studies the techneeconomic feasilility of a pilot
carbon capture and storagempbebbeaXiCUSGDI BBass ammriet, s
(BECCS) will allow the production of electricity Val de Loire” Regi on. Car
with net-negative emissions. from a biomass plant in Orléans and stored in local

deep saline aquifers, leading to negative emissions.
Besides, a fraction of capturedCQ would be
valorised in greenhouse crops for plants growth
boosting. In absence of other incentives, using a
fraction of CQin greenhouses could help building a
business case. Only the capture€Q aimed for
storage would qualify as CDR.

In February 2019, Drax announced the operation of
a BECCS demonstrain plant, to capture a tonne of
CQ a day during the pilot phase. This is the first
time carbon dioxide gas has been captured from the
combustion of a 100% biomass feedstock
anywhere in the world. The project then received
£5 million from the UK governmert to scale this up

to capture 100 tonnes ofCQ per day in Norway Started in October 2.9 for a 3-years duration, the
which will provide valuable technical data about CO2SERRE project is coordinated by BRGM and
the scalability of the project. involves the University of Orkans (Laboratoire

If scaled ypeach one of Drax’ sd _fEloCuorn Oéndégl)k"MWt he Alg’r eehn Te
biomass units will be fitted with carbon capture Cristal Union and Dalkia Biomasse Orleans. The

and storage to capture 4MtC@ per year. Upon project is granted by the FrenchRegio “ Cévalt r e
completion of this process, the four units will de L dong ern,CO2SERRE seeks to promote

provide 2.4GW of c¢clean *f Eh_‘? q%\gelopy%n;[/voéE}F:arBoH.ne{Weréfn tlge};esglpne m,
whilst capturing 16Mt CQ per year; creating the with plgtforms gathering regional emltters.and a
worl d’ s first negative e WHtughgefj téaﬂsgort t8 tg%gorrage 'EEN i on .
Conversion of the first unit could occur as early as

2027 subject to suitable policy frameworks, with

the remaining units converting every other year

until 2033.
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6. Appendix on LCA practices for

principle 3

In general, for LCAs, the question arises which
system boundaries to use. Four basic boundaries
can be distinguished, and these are given here from
the lowest to the highest level:

1. Gate-to-gate: the direct uptakes and direct
emissions d GHG within the
process are accounted for.

2. Cradle-to-gate: an expansion of the first
system with all the upstream processes
needed to operate the processes.

3. Cradle-to-grave: the cradleto-gate system
is expanded with the endof-life stageof the
product, including transport the CQ to the
place of use or permanent storage, the
decommissioning of the process
installations, and, in the case of CCU, the use
and end of life of the final product.

4. Cradle-to-grave with ILUC: a further
expansion d the cradle side related to
indirect landusechange (ILUC) is included.
ILUC is a consequence of taking existing
silvicultural or agricultural land into use for
(other) biomass production.

The LCA should follow the ISO standards on life
cycle assessment (ISO 14040, 14044) and ISO
14067 on the carbon footprints of productg?.

Another important aspect of LCA is the concept of
allocation . Allocation can be needed in case a
procgsa yiets more than a sifgle produdét.

In most cases, not alliputs and outputs (emissions,
waste) can be included in the system under study.
In that case,cut-off criteria for initial inclusion of
inputs and outputs are neededP. Cutoff criteria
can be based on the mass of inputs and outputs, e.g.
99% of the total mass or total energy demand is
accounted for. Another relevant criterion, in the
case of CDR, is that e.g. 99% of all GHG emissions
expressed in C@equivalents are accounted for.

17]S0. (2014). Greenhouse gase€arbon footprint of products- Requirements and guidelines for quantification and communication (ISO/TS

14067:2013,IDT).

18 In LCA the term product is normally used for things produced that hava positive economic value. In case of CCU the capturec.@@y have a

positive economic value as it is a raw material for further processing.

19]S0. (2006). Environmental managementLife cycle assessmentRequirements and guidelines (ISO 14044:2006) @6th ed., p. 60). 2006th ed., p.

60. Brussels: CEN (EUROPEAN COMMITTEE FOR STANDARDIZATION).
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